


OPTIONS & ACCESSORIES
Stainless steel Left-hinged door

INSTALLATION REQUIREMENTS
• Proofer shipped as modular panels for on-site assembly
• E  Either 208V or 240V, 1 or 3-phase connection
• W  1/2” NPT cold water connection

• D   1/2” NPT vented drain connection
[Connections from top and rear. See below]
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BakerSeries ® Roll-In Rack, Single Door Proofer Model: LRP1-Series

Model E  Electrical Requirements Clearance from combustible W  Water D  Drain
Voltage Total kW 1 Phase 3 Phase (inches from side, back)* Requirements Requirements

LRP1 (40 - 120)
208VAC/60Hz 5.0 24.0A 13.8A

0
1/2” NPT 1/2” NPT

240VAC/60Hz 6.6 27.5A 15.8A (1.5GPM @ 40PSI) (210˚F, 1GPM max.)

* Noncombustible  only.
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FreightModel Internal External Internal External Internal External Overall Actual Shipping

“A” “B” “C”
Class

LRP1-40 32.1” 41.0” 49.3” 1,125 lbs. 1,375 lbs.
815mm 1041mm 1252mm 510 kg 624 kg

LRP1-50 42.1” 51.0” 59.3” 1,200 lbs. 1,450 lbs.
1069mm 1295mm 1506mm 544 kg 658 kg

LRP1-60 52.1” 61.0” 69.3” 1,275 lbs. 1,525 lbs.
1323mm 1549mm 1760mm 578 kg 692 kg

LRP1-70 62.1” 71.0” 79.3” 1,350 lbs. 1,600 lbs.
74.1” 91.4” 33.0” 38.7” 1577mm 1803mm 2014mm 612 kg 726 kg 70

LRP1-80 1882mm 2322mm 838mm 983mm 72.1” 81.0” 89.3” 1,525 lbs. 1,775 lbs.
1831mm 2057mm 2268mm 692 kg 805 kg

LRP1-90 82.1” 91.0” 99.3” 1,550 lbs. 1,850 lbs.
2085mm 2311mm 2522mm 703 kg 839 kg

LRP1-100 92.1” 101.0” 109.3” 1,625 lbs. 1,925 lbs.
2339 mm 2565mm 2776mm 737 kg 873 kg

LRP1-110 102.1” 111.0” 119.3” 1,725 lbs. 2,025 lbs.
2593mm 2819mm 3030mm 782 kg 919 kg

LRP1-120 112.1” 121.0” 129.3” 1,950 lbs. 2,250 lbs.
2847mm 3073mm 3284mm 885 kg 1021 kg

MINIMUM WATER QUALITY
• pH between 7.0 and 7.5 • Manganese less than 0.05 PPM • Sulfates less than 40 PPM
• Total dissolved solids less than 100 PPM • Conductivity less than 1/500,000Ω per inch • Copper less than 0.05 PPM
• Chlorine less than 1 PPM • Hardness from 6.3 to 8.8 grains per gallo • Chloramines less than 1 PPM
• Iron less than 0.1 PPM • Chlorides less than 30 PPM

IMPORTANT: Your local water conditions may damage your Lang equipment.Failure to properly treat water may result 
in damage and may void some or all of the warranty. Information on water quality requirements is in the operator’s  
manual provided with each unit, which can be accessed through the Lang web site at www.langworld.com/products.

CAD SYMBOLS & PRICING
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